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zW¬ó˝ kartrid˝ do przyrzàdu do nape¬niania i popychaj gór´
kartrid˝a przez ca¬y czas dopóki nie us¬yszysz klikni´cia
oznaczajàcego, ˝e kartrid˝ jest ju˝ na miejscu.

xWybierz typ nalepki odpowiedni do twojego modelu kartrid˝a.
Przyklej dostarczonà nalepk´ na pokrywie kartrid˝a w
prawid¬owym kierunku jak pokazano na rysunku.
Typy nalepek w zale˝noÊci od modelu kartrid˝a 
Typ A : hp 74xl, 140xl, 350xl, 860xl
Typ B : hp 74, 140, 350, 860
Ostrze˝enie: Je˝eli przykleisz z¬y typ nalepki na pokryw´
kartrid˝a, atrament mo˝e si´ przelaç, albo mo˝e zostaç nie
wstrzykni´ty.
Ostrze˝enie: Nalepk´ nale˝y przykleiç bardzo dok¬adnie.

cOtwórz zamkni´cie pojemnika atramentu i przymocuj ig¬´ do
wstrzykiwania.

vW¬ó˝ g¬´boko ig¬´ do wlotu do wstrzykiwania zaznaczonego
na nalepce, przy czym ig¬a ma byç zwrócona w kierunku
dysz.

bWysuƒ ig¬´ ok. 5mm z powrotem, nast´pnie powoli wstrzykuj
zalecanà dla twojego modelu kartrid˝a iloÊç atramentu poprzez
naciÊni´cie t¬oczka w pojemniku z atramentem przez ok. 20
sekund. Nast´pnie wyciàgnij pojemnik z atramentem.
Zalecana iloÊç atramentu do wstrzykni´cia 
Typ A : hp 74xl, 140xl, 350xl, 860xl : 15ml
Typ B : hp 74, 140, 350, 860 : 8ml
Uwaga: Podana powy˝ej iloÊç atramentu dotyczy ca¬kowicie
pustego kartrid˝a. Jednak˝e, nawet w pustym kartrid˝u znajduje
si´ pewna iloÊç atramentu wch¬oni´ta przez gàbk´. Je˝eli
wiec wstrzykujemy za du˝o atramentu lub zbyt szybko, mo˝e
nastàpiç jego przelanie lub wyciek.

n Po¬àcz dostarczonà strzykawk´ ssàcà do otworu gumowego
w dnie przyrzàdu do nape¬niania i powoli odciàgnij oko¬o 1
ml atramentu. Nast´pnie od¬àcz strzykawk´.
Ostrze˝enie: Do wykonania powy˝szego kroku u˝yj strzykawki
bez ig¬y i zwróç bacznà uwag´ aby odciàgni´ty atrament nie
sp¬ynà¬ z powrotem do kartrid˝a.
Uwaga: Procedura ta ma na celu oczyszczenie dysz kartrid˝a
dla poprawy jakoÊci wydruku.

z Insert the nozzle part of the cartridge into the refill clip, and push
the top of the cartridge all the way in until you hear it clicking into
place.

x Please check the correct type of the supplied injection inlet sticker
according to your cartridge model number. Attach the correct type
of the injection inlet sticker on the label of the cartridge cover in
the right direction as shown in the figure.
The type of the sticker according to your cartridge model number 
A Type : hp 74xl, 140xl, 350xl, 860xl
B Type : hp 74, 140, 350, 860
Warning: If you attach the incorrect type of the injection inlet sticker
on the top of the cartridge, ink may flow over or not be injected.
Warning: Be careful to attach the sticker in the right shape and
direction.

c Open the cap of the ink container and connect the ink injection
needle.

v Insert the injection needle deep into the ink injection inlet marked
on the sticker with the needle directed toward the nozzle.

b Pull up the injection needle about 5mm backward, and inject the
recommended ink volume according to your cartridge model
number by pressing the piston of the ink container for about 20
seconds. Then pull out the ink container.
Recommended ink volume to inject 
A Type : hp 74xl, 140xl, 350xl, 860xl - 15ml
B Type : hp 74, 140, 350, 860 - 8ml
Note: The ink volume specified above is for a completely empty
cartridge. But, even in the empty cartridge, it has some ink
absorbed in sponge. So, if you inject ink too much or too quickly,
ink may flow over or leak out.

n Connect the supplied suction syringe to the rubber hole on the
bottom of the refill clip, and slowly suck out about 1ml of ink.
Then remove the syringe.
Warning: For the above step, use the syringe without the ink
injection needle, and take special care that the withdrawn ink
does not flow back into the cartridge.
Note: This procedure is for cleaning the cartridge nozzles to
improve print quality.

m Remove the cartridge from the refill clip and clean the excessive
ink around the nozzle, dabbing the nozzle part of the cartridge on
some sheets of soft tissue. Install it in the printer, and then run
the “cartridge cleaning” process before use.
Warning: Always keep the cartridge's ink injection inlet open after
refilling.
Note: If the ink keeps on leaking out of cartridge nozzles after
refilling or the printout quality is not good enough, read the
“Emergency measures when problems occur after refilling” at the
end of the user manual and take the right steps.

mWyjmij kartrid˝ z przyrzàdu do nape¬niania i zetrzyj nadmiar
atramentu z dysz przyk¬adajàc kilkakrotnie kartrid˝ dyszami
do mi´kkiej tkaniny. Zainstaluj kartrid˝ w drukarce i przeprowadê
procedur´ “nozzle cleaning” (czyszczenia dysz) przed
drukowaniem.
Ostrze˝enie: Otwór do nape¬nienia po nape¬nieniu zostaw
otwarty.
Uwaga: Gdy atrament nadal wycieka z dysz kartrid˝a po
nape¬nieniu i jakoÊç wydruku jest niezadowalajàca, przeczytaj
“Co zrobiç gdy wyst´pujà problemy po nape¬nieniu” (znajduje
si´ przy koƒcu instrukcji obs¬ugi) i poczyƒ odpowiednie kroki.


